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Highway Aesthetics Treatments

×Landscaping

×Irrigation

×Specialty Paving

×Decorative Lighting

×Public Transit Facilities

×Signage

×Public Art



Maintenance Agreements

× Maintenance Memorandum Of 

Agreement  (MMOA) ,  A legal 

agreement between the local agency 

and the State of Florida

× Necessary for any aesthetic treatments 

beyond grass and minimal trees

× Make sure you are prepared to 

maintain the treatments proposed



Design Criteria

ðFDOT Standard Index No. 546: Sight Distance 
at Intersections
ÅContained in the FDOT Roadway and Traffic Design 

Standards

ÅSufficient clear view is required to allow drivers to safely 
react to potential conflicts

ÅControls spacing and size of  tree trunk diameter within the 
clear sight distance

Reference Materials



Refer to Index 546 for additional information
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Refer to Index 546 for additional information



Design Criteria

Reference Materials

ðFDOT Standard Index No. 700 Series: 

Horizontal Clearance and Clear Zones

ÅContained in the FDOT Roadway and Traffic Design 

Standards

ÅProvides a roadside recovery zone for driver errors

ÅControls location and size of tree trunk diameter within 

the right-of-way limits



18ô-

36ô

Refer to Index 700 for additional information


